NEW MODEL OUTLINE MO-19

Seat

® Manual type front seats and 60/40 split retractable type rear seats are provided as standard equipment.
® Power type driver seat is available as optional equipment on the high grade.

® Fabric seat covers are provided as standard equipment on all the models, and leather seat covers are
available s optional equipment on the high grade.
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Front Seat

® 6-way manual seat is provided for the driver seat, and 4-way manual seat is provided for the front passenger
seat as standard equipment.

® §-way power seat is available for the driver seat as optional equipment on the high grade.

® On both the driver and front passenger seats, seat back pockets are provided as standard equipment on the
standard grade, and net type seat back pockets are provided as standard equipment on the high grade.

Model New Previous

Item Driver Seat Front Passenger Seat Driver Seat Front Passenger Seat
Seat Slide 240 mm (94 in.), 225 mm (8.9 in.)*! 240 mm (9.4 in.)

15 mm (0.6 in.) X 16 Step, 15 mm X 15 Step*! 15 mm (0.6 in.) X 16 Step

Seat Reclining 82° (2° x 41 Step), 78°#2 76° (2° x 38 Step)
Vertical Lifter 45 mm (1.8 in.) — 45 mm (1.8 in.) —
Front Vertical*2 10° — — —
Front Tilt*2 26 mm (1.0 in.) — — —

*1: Europe Models
*2: Power Seat Models
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Seat Slide: 240 mm (9.4 in.)
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Rear Seat

A 60/40 split retractable type rear seat with tilt-down function is provided as standard equipment.

An L-shaped headrest is used to achieve excellent rearward visibility.

°
°
® The seat slide movement is 165 mm (6.5 in.), and seat reclining angle is 26°.
® An armrest with a cup holder is provided for the center seat.

°

A remote operation mechanism is used to enable the user to operate a lever in the luggage compartment m
in order to tilt-down the rear seat.
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Seat Slide Seat Reclining and Tilt-down
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Lever

Remote Operation Mechanism

Seat Arrangement

Rear Center Seat: Retracted

Rear Seat: One Side Tilt-down Rear Seat: Tilt-down





