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LT
MODEL
OOMNPVE  CMNPV3
ELECTRICAL RATINGS: Mm_m_m _m _m
= GOV WHEN USED WITH USH! FUSE HOLDERS
£250VC WHEN USED WITH Bl Y SREAKERS E @ E @ @ E
SATED J50UDG. » 150VDC WHEN USING MNESY
| BREAKERS RATED FOR 150V56. NOTE NI
S Ecers ARe T

| MAXAIUM CONTINUOUS GURRENT:
| 120 ANPS FOR MNPVG - 60 AMPS FORMNPYS
© THIS ENCLOSURE IS INTENDED FOR DG ONLY
 MOUNTING: TILTED BACK T0 22.5 - 80" VERETICAL

CONNECTED CIRCUIT BREAKER.
 USE COPPER WIRE ONLY RATED FORTS
* ENCLOSURE TYPE 3R RANPROOF

Conforns_to
UL St 1741
IST EDITION
NAY 7, 1393

Cort to CAN/CSA
Std. ceee
No. 25-M1389

MANUFACTURE DATE

[t [R2 [(e3 [R4

[pe [07 s (s [ho
17722 67TH AVE NE

ARLINGTON, WA
MADE IN USA

SITIV

Vv POST
IPUT FROM PV ARRAY

10,00 1270

TORQUE
IT BREAKERS - 20 INLE (2:3Nm)

USHI1 FUSEHOLDERS - 15 IN LB (1.7m)

TERMINAL BUS BAR
50AWE - 20 N LBS (23%m)
BAWG - 25 INLBS (2 Nim)
64AWG -35 INLBS (40N
2AWG & LARGER 50 INLBS (5:6Mm)
TORQUE BREAKER WIRES, THEN TORQUE
AGAIN AFTER ONE HOUR

2
®

PV NEGATIVEH

e

¢ o ?0.24

7.89 |

©0.050 (FOR BULKHEAD MOUNT
CONNECTORS)

@1.75 (13" KO)

(1/2") KO
@0.89




